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ABSTRACT 
Adaptive memory management techniques for 
multiprogramming operating systems are described. Paae 


replacement during execution and initial page assignment are 
the factors affecting optimal memory usage. Modifications 
to a time-shared operating system (Michigan Terminal System) 
that would allow implementation of the Page Fault Frequency 
Replacement Algorithm are discussed. Additional 
modifications to this system are suggested that would 


Subordinate job initiation to memory availability. 
t 
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Adaptive nanagement and allocation of virtual memory 
for a multiprogrammed computer operating system is the 
bject of investigation for this thesis. The general 
Breblen is to effectively allocate resources to all 
processes utilizing the system and at the same time minimize 
the degradation of service to process due to the concurrent 
running of all other processes. The requirements and 
characteristics of VPE BN memory management in a 
demand-paged system are discussed. A brief discussion of 
the time-shared multiprogrammed, multiprocessing operating 
system (Michigan Terminal System, MTS) written for the IBM 
360/67 by staff at the University of Michigan is given. A 
more detailed discussion of the memory management processes 
employed by MTS is given which establishes the background 
needed for discussion of adaptive allocation of virtual 
memory and its proposed implementation. 

The concept of a System load factor and factors that 
are considered in computation of the load factor are 
discussed[ 1]. The load factor is employed by the system to 
make job scheduling decisions. It is suggested that the 
load factor could also be used in conjuction with some 
measure of program size to make a decision to allocate or 
not allocate memory to a program currently requesting ta be 
loaded. | 
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In contemporary computing systems, memory is considered 
as the central resource[ 22]. This is especially true in a 
multiprogramming environment since many tasks are sharing 
memory with the supervisor and other system management 
procedures. It is for this reason that the storage 
allocation problem is of considerable interest. The problem 
is to determine, at each moment of time, how information is 
to be distributed among the levels of memory[ 9]. 

Virtual memory is used to provide a logical address 
space that is much larger than the physical address space. 
TO accomplish this, a set of addresses different from those 
provided» by physical memory are used and an address 
translation mechanism is provided. The address translation 
mechanism translates the program-generated logical addresses 
into corresponding physical addresses for access by the CPU. 
The methods of implementing and managing virtual memory are 
discussed thoroughly in references 4, 9, 18, and 22. 

There are three basic techniques used for automatic 
memory management. They are segmentation, paqing, and a 
combination of both(9]. Segmentation organizes the logical 
address space ihto blocks of arbitrary size, each being a 
linear array of addresses. In theory, each program module 
1s assigned its own segment and each address within a 
segment is referenced by a two-component address; the 
segment number and the relative address within the segment. 
Paging organizes main memory into equal size blocks called 
page frames. Virtual memory is organized into blocks the 
same size as page frames; these blocks are called pages. In 
paging, addresses are also referenced by a two-component 
address; the page number and the relative address within the 


page. The third method combines segmentation and paging 





into one implementation, thereby accruing the advantages of 
both[ 9 ]. | 

The most widely used paging method implementation is 
demand paging. Pages are brought into main memory only on 
occurence of a page fault[ 22]. Pages are removed from 
memory on action of the employed replacement policy. The 
remainder of this paper is devoted to discussion of adaptive 
replacement policies and implementation of one specific 


policy, the Page Fault Freguency Replacement Algorithn. 
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Adaptive management of memory 1S discussed with 
reference to one specific operating system, the University 
of Michigan Multiprogramming Supervisor/Michigan Terminal 
System (UMMPS/MTS) , Version 3.0. This system was created 
specifically to be the operating system for an IBM System 
360 Model 67. The virtual memory allocation scheme is 
demand-paging, which makes the system suitable for study. 

The 360/67 extends the basic System/360 architecture to 
provide additional capabilities needed in an advanced time 
Sharing systen. Multiprogramming, multiprocessing, and 
multi-access capabilities are incorporated in the Model 
67( 11]. The Model 67 is the primary computer at the Naval 
Postgraduate School. Main memory at the NPS installation 
consists of one million bytes and auxiliary storage consists 
of one Gata cell, a 2314 disk unit, and one 2301 drum 


storage unit[ 21]. 


A. THE SUPERVISOR PROGRAM (UMMPS) 


The heart of the system is the supervisor program 
called the University of Michigan Multi programming 
Supervisor, hereafter called UMMPS or the supervisor. UMMPS 
controls the execution of all other tasks in the systen. 
The supervisor is always resident in processor storage and 
all addresses accessed by it are real, i.e., the relocation 
hardware of the Model 67 is not used when UMMPS is 
executing. | 

The actual code of the supervisor consists of many 
Subroutines. These subroutines are called in response to 
hardware interrupts or internal program interrupts. The 
Supervisor appears as an extension of the 360/67 hardware to 
ie tasks it control s[ 1 }. 
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B. MIS 


Dr one or the Ppranciple tasks run by the 
supervisor. MTS is a re-entrant program that is activated 
EM arorMcscheuserdeunityated task. User initiated tasks can 
come from the batch stream or from any one of the supported 
terminals. MTS is the interface between the user's jobs and 
the supervisor. Among the many MTS functions are 
interpreting user commands, file and data manipulation, 
Character conversion, and maintanance of user accounting 
information. In general, MTS provides the communication 


between the user and the supervisor/hardware mechanisms[ 15]. 


C. HASP 


The Houston Automatic Spooling Program (HASP) is 
another principle task under the control of UMMPS. HASP 
controls all spooling operations involving card and printed 
I/O. Another function of HASP is batch task scheduling and 
initiation. The scheduler monitors the number of active 
tasks and the load placed on the system by these tasks. Hit: 
selectively initiates tasks according to a priority which it 
assigns each incoming batch task. The selection of jobs to 
initiate depends on the system load and types of jobs 
Peeing tiation: HASP also gives the system» operator 
complete control Overa rei tasks, card mead/punch, and 


printing equipment. 


D. IDIMSMESPAGINGODERUM PROCESSOR (PDP) 


The task that is run by the supervisor to manage 
virtual memory is called the Paging Drum Processor, 
hereafter called the PDP. The PDP is a resident system 
program that controls the reading and writing of pages when 


the supervisor encounters a page-fault or memory overflow. 
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Memory is segregated into three distinct levels due to 
hardware restrictions. The primary memory iS core or 
processor storage, secondary memory is drum Storage and 
tertiary memory is disk storage. The actual hardware to 
support the paging process are IBM 2365-12 processor storage 
iit one or more IBM 2301 drum storage units and one or 
more disk packs of an IBM 2314 disk storage unit. 

The PDP is activated when available core storage falls 
below a critical number of pages or when a currently active 
task references a logical address currently not available in 
processor Storage: Because the PDP only responds to 
demands, it will not always be an active task. 

The primary unit of information processed by the PDP is 
the Page Control Block, hereafter called the PCB. A PCB is 

A a a r 
created by the supervisor for every page that a job 
requires. PCB's are used by the supervisor to keep track of 
the exact status of each page. Information contained in 
each PCB includes page status bits, th» page's processor 
storage address, if valid, the page's virtual memory 


u 


address, if valid, andsthe external address, i.e., the drum 
or disk ‘address if valid. 5 anh pens are kept in processor 
storage where the supervisor and PDP can access them 1]. 
Additional information and the format of the PCB can be 
found in Appendix A. 

The PDP controls the paging process using four queues 
and five supervisor subroutines’ 1]. fhe four queues are the 
management tools of the PDF. The queues are used to keep 
track of pages that are to be read in, pages that can be 


Written out to auxiliary storage, pages to free on auxiliary 


storage, and pages that have been read in. The specific 
information kept in the queues are the addresses of the 
PCB's associated with pages in the above situations. The 


only pages whose PCB's are not on any queue are those pages 
resident on auxiliary storage. These pages are essentially 
dormant to the PDP until a task requests that one be read 


in. At this time the requested page's PCB is placed on a 
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queue by the supervisor and is eventually read in by the 
PDP. All pages resident in processor storage have their 
associated PCB on one of the PDP queues. The reason for 
this is that all pages in processor storage are available to 
the PDP for replacement, so the PDP must know their 
location. Section IV-B gives a more detailed discussion of 
the paging mechanism and a detailed description of the PDP 


logic can be found in Appendix B. 
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IV. MEMORY MANAGEMENT IN MTS 
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A. ORGANIZATION OF MEMORY, VIRTUAL AND REAL 


A general discussion of memory management techniques 
will be given as well as some discussion of adaptive memory 
management. The memory management techniques currently used 
in multiprogrammed paged systems and all discussion of 
adaptive memory management will be given in terms of what is 
done in UMMPS. It is therefore necessary to present in some 
detail the memory organization and management techniques 
employed in UMMPS. 

The characteristics of a demand paged virtual memory 
system make it necessary for the supervisor program to 
Manage two storage resources, real core and auxiliary 
storage. The following discussion outlines these two areas 
in terms of what 1s done in UMMPS. 

Segmentation was mentioned earlier as a means of 
achieving dynamic relocation. The supervisor uses a 
modification of the described method called linear 
segmentation to achieve a large logical-address spacef 22]. 
The Model 67, with 24 bit addressing, allows a maximum of 16 
mens COL virtúal storage where each segment consists of 
256 pages of 4096 bytes each. 

The organization of real core memory, which consists of 
up to 1 million bytes at the Naval Postgraduate School, is 
based primarily on four categories of users, each of which 
requires storage. They are the resident system, system 
tables and queues created due to other processes, shared 
paged system programs, and user's tasks. 

segment 0 and 1 are currently reserved for the 
non-relocatable, non-paged resident system routines[ 20]. At 


NPS, these routines currently require about 36 pages of real 
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Somer tC y use, 1.05, never available for 
allocation to any other process. 

The Supervisor requires storage space to keep 
information about tasks that it is processing. A section of 
processor storage is dedicated to the supervisor just for 
Ense reason. AS a part of the first two segments, it is not 
Ned since It. will be used™ frequently by the system. 
Examples of information kept in supervisor core are segment 
tables, page tables, processor queues, PDP queues, and 
PCB's. All remaining core storage iS available to the user 
on a demand paged basis and is contended for with all other 
paged processes. 

Segment two is used for routines which are paged. Some 
examples of the shared processes are MTS, KWIC (the system 
key-word scanner), file building and manipulation routines 
and other frequently used Te-entrant programs. When the 
system is initially loaded, the shared system programs are 
loaded in real core pages, as any user program would be 
loaded. When user programs are loaled into processor 
storage, pages that are occupied by shared programs may be 
needed. The shared programs are then removed from processor 
storage by the PDP to make additional page frames available. 
The segment two programs then become resident on auxiliary 
storage and the user task remains in core until its pages 
are needed by some other task. 

There are 13 segments remaining in the virtual address 
Space for user tasks. The present system will only allow 
nine segments, thus leaving six for user tasks. The six 
remaining segments are allocated as follows: segment three 
1s allocated to virtual machine programs, segment four is 
allocated by the system for users task's storage 
requirements, and segments five through nine are available 
for allocation by users tasks[ 20 ]. A user requesting 
storage during execution of a program would then be 


allocated virtual addresses in segment five. 
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The current hardware configuration at the Naval 
Bostgraduaresschoolr allows. a total of 256 real core pages if 
all four memory modules are on line. Given that the system 
occupies 36 pages and requires some storage for tables and 
queues, the user has available over 200 real pages for 
asSignment. Virtual memory is much larger as can be seen 
from the number of segments that can be used. The limit of 
virtual memory is determined by the capacity of the paging 
drum and the backup paging disk which 1S used in case of 
drum overflow. The capacity of a drum is 900 pages with an 
expected access time of about eight milliseconds per page. 
The capacity of the paging disk is 6400 pages with an 
expected access time of about 80 milliseconds[7]. 

Virtual memory is made possible by the paging drum and 
backup paging disk. The primary paging device is the drun 
since ` it is nearly 10 times faster than the disk in average 
page access time. Another feature that makes the drum more 
Suitable to paging is the information storage format. 

The IBM 2301 storage drum has 200 addressable tracks 
which are accessed by the PDP as nine logical tracks or 
"slots." Each physical track has a capacity of 4 1/2 pages 
which gives each slot a capacity of 100 pages[ 10]. 
Associated with each of the nine slots isa queue of read 
requests. The queues are serviced in First-in-first-out 
order. If there are no outstanding read requests for any 
Slot then the PDP will schedule a page to be written on that 
Slot if memory is needed. By scheduling writes on slots 
with no read reguests the PDP makes optimal use of the I/O 
channel to the drum. / 

When the drum is full, i.e., 900 virtual pages have 
been created, the backup paging disk is used. The capacity 
DIC GiSkK is much higher than the drum but the cost in 
access time makes the disk unacceptable as a primary paging 
device. Lie dSEEHnoOSprowisSTOn for optimal I/O on the 
disk. A channel program is created for each disk page read 
Or written. 
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While drum storage pages are available the PDP will 
udo eE Ton. “cere to the drum. When the drum 
becomes full, pages from the drum are temporarlily returned 
to core then paged-out to the disk ina manner which keeps 
the most used pages on the drum. This aspect of the PDP 


will be explained in Section IV-B. 


B. THE PAGING MECHANISM 


The PDP and supervisor maintain four queues which keep 
track of pages that are in various stages of the paging 
operation. The four queues in actuality are linked lists of 
E B'S. The four queues and their definitions are as 


follows: 


d. Page In Queue (PIQ) is a list of PCB's for all 
pages that have been requested from auxiliary 
storage but which the PDP has not yet started 


reading. 


D. Page In Complete Queue (PICQ) is a list of  PCB's 
for all pages that the PDP has finished reading 
but has not notified the supervisor. The 
supervisor periodically checks the PICO and posts 


all PCB's from the PICO to the POQ. 


3. Page Out Queue (POQ) is a list of PCB's for all 
pages that are in processor Storage. This list is 
ordered by it's least recently used (LRU) member 
and is the list used to get pages for the PDP to 
write to auxiliary storage when processor storage 


is needed. 


4. Release Page Queue (RPQ) is a list of PCB's for 
all pages that have been released by the task that 
owned them. When a task terminates, all pages 


that were virtual at termination must also be 
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queued for release. The PDP releases these 
external addresses immediately upon being made 


active[ 1}. 


These four queues are the communication path between 
the supervisor and the PDP. The PDP is not always active 
Since the pages in processor storage may satisfy the 
meterence stream of the currently active tasks. When a page 
fault occurs, i.e., a reference to a logical address not in 
processor storage, the PCB for that page is linked on the 
end of the PIQ. The supervisor periodically samples the PIQ 
and if it finds a PCB it restarts the PDP if it is currently 
mire. The PDP :2ed not be an inactive task for PCB's on the 
PIO to be processed. If when the PDP has finished reading 
and writing pages on all nine drum positions, there are 
pages on the PIQ it will process these PCB's as if it were 
just activated. 

Before checking the PIQ the PDP frees all external 
addresses for PCB's on the RPQ since these pages are no 
longer needed by any task. It then proceeds to construct 
channel programs to read a page from each drum position that 
a page is requested from and gets processor storage for each 
page. Jf there is not enough processor storage, the PDP 
removes pages from processor storage by examining PCB's on 
the POQ.  PCB's whose pages have not been referenced since 
the last scan of the POQ are candidates for removal. Since 
the POo is ordered LRU, the pages that the PDP constructs 
drum write channel programs for are the unreferenced least 
recently used pages of processor storage. 

If there are any slots that the PDP has not constructed 
reads for, it will determine the number of pages available 
in processor storage. If there are less than a preset 
limit, currently 15, then the PDP will ask the supervisor 
for pages to write to the drum. The supervisor gives the 


PDP the least recently used  pages' PCBs. The number it 
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receives depends on the number of empty slots it has in the 
channel program it is building. The PDP receives less than 
or equal the number it asks for and constructs the remaining 
portion of the channel program. If the number of pages in 
processor storage is greater than the preset limit, the PDP 
will not write any pages to auxiliary storage. 

As well as constructing I/O programs for the drum, the 
PDP also handles the I/O completion interrupts from the drum 
at the same time it is constructing reads and writes. Upon 
receipt of an interrupt, the PDP scans the channel program 
just completed, looking at the PCB's corresponding to the 
pages just read or written. For the pages just written to 
the drum the processor storage page is released since that 
page now has an external address stored in the PCB. For all 
pages read from the drum to processor storage the 
corresponding PCB's are linked on the PICO. As was 
mentioned earlier, the supervisor can then link these PCB's 
on the POQ and restart the task that was in wait due to 
page-fault. 

The manipulation of the POQ is critical since the  PCB 
order on the POQ will in effect be a partial determinant of 
the paging rate. One of the status bits in each PCB is a 
reference bit which is turned on each time that the 
corresponding page is referenced. The supervisor subroutine 
that manages the POQ and gives PCB's to the PDP for writing 
Meerortis the ordering of the POQ in the following manner. 
All PCB's taken from the PICQ are added to the front of the 
POO with e reference bit set on. When the POQ is scanned 
for pages to write out, PCB's are removed from the front of 
e aueue 1f the reference bit is not on. If a PCB is found 
with a reference bit on during the scan (i.e., a PCB from 
the PICQ) it is unlinked from the top of the POQ and linked 
on the back, and the reference bit is turned off thus 
accomplishing a least recently used ordered list{1]. 

If the need for virtual memory exceeds 900 pages then 


the backup disk is used aS a paging device. Since the 
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expected access time for a page on the disk is about ten 
mines Longer than that Of the drum, it is very desirable to 
minimize the number of page-faults that will cause access to 
the disk. The function of drum storage management is 
another process performed by the PDP. If the number of 
available drum pages is less than or equal to 100* (number of 
drums on line) then the PDP begins moving pages from the 
drum to the disk. This is called page migration by the 
University of Michigan. Pages are selected for migration on 
a least recently used basis here also, where "used" means 
paged in or paged out[7]. The PDP keeps nine LRU ordered 
queues, one for each of the drum read positions, on which 
are linked the PCB's in LRU order. For every drum I/O 
operation the PDP processes the corresponding 1/9 complete 
interrupt: Tt is at this time that the PCB's referenced 
during the I/O operation are placed on the back of their 
corresponding migration queue. Aena y point in time, the 
PCB on the front of each migration queue corresponds to the 
least recently used page on that drum slot and is a 
candidate for page migration. 

Least recently used ordering is used in two processes 
within the system to help optimize the performance or 
minimize the effect of paging on the operation of the 
system. This ordering technique gives the system some 
information as to the locality of reference of the active 
tasks whereby the system can make some decision as to which 
pages will be referenced next and which page frames can be 
made available for use by other tasks[8]. This replacement 
technigue, which uses information about the currently active 
tasks, falls within the general category of adaptive memory 


replacement algorithms. 
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V. ADAPTIVE MANAGEMENT OF NENORY 


An efficient management and replacement algorithm is of 
prime importance in a multiprogrammed virtual memory system 
such as MTS. The memory management technique may make the 
difference between satisfactory or acceptable response time 
and unacceptable overhead due to paging. Studies of 
replacement algorithms have included progran behavior 
independent schemes such aS Random and First-in-first-out, 
to program behavior dependent schemes such as Least Pecently 
Used , Working Set, and Page-Fault Frequency algorithms[5 }. 
The latter can be called adaptive memory managemert 
algorithms and have the property of being able to adapt to 
the dynamically changing memory requirements characteristic 
of programs. Mhic an aa is the definition of an 
efficient memory replacement algorithm according to Chu and 
Opderbeck[5 ]. 

The advantage of adaptive memory management lies in the 
capability to dynamically change memory requirements and 
contents for all active tasks. This permits the system to 
approach optimal usage of a restricted resource and to 
Minimize degradation due to paging overhead without a priori 


knowledge of program behavior. 


A. SURRENT TECHNIQUES 


References 4,5, and 15 give a very good background on 
the current methods of adaptive memory management. A review 
Of these techniques will be given here, but, if more detail 
is needed these references are recommended. 

The least recently used algorithm was mentioned earlier 
as being used in MTS aS a management scheme. This scheme 
allows all processes to acquire memory pages without 


Meetrictions until an upper bound is reached. The LRU 
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scheme then comes into play for every page fault that occurs 
meter the "upper" bound is reached until enough pages are 
acquired to bring the total pages in use lower than the 
upper bound. Pages are selected to be paged out based only 
on when they were last referenced. As Lancaster pointed 
BENE Chis is strictly a global policy and the paging process 
of one task can đirectly affect another, since the page in 
processor storage referenced farthest back in time may 
belong to some other task; 15]. 

The Working Set Algorithm, on the other hand, is 
Strictly a local replacement algorithm. The Working Set 
principle depends on a characteristic of typical execution, 
that being, that over a short period of time the set of 
pages referenced is relatively constant. The working set of 
a given task is a function of the time segnent over which 
the process is monitored. The algorithm is executed at the 
end of every time segment, removing pages from core that 
have not been referenced. Optimal performance of this 
algorithm depends on the time segment length. For programs 
whose working sets are large, the optimal time segment is 
different than for programs whose working set is small. The 
replacement of pages is local to a task's own pages which 
solves the problem of the LRU algorithm; however, the tine 
segment length problem does not allow optimal use of 
storage. l 

Chu and Opderbeck[(4,5] have suggested an algorithm that 
performs page replacement on a local basis and is able to 
modify its primary decision variable adaptively, thus, 
Overcoming the problems of the LRU and Working Set 
algorithms. The Page Fault Frequency Algorithm computes the 
time-between-page-faults (TBPF) and uses this as the key 
parameter for determining if the faulting task is running 
With optimal memory allocated. If the TBPF is very short, 
Ber indicative of too few “pages allocated to the 
faulting task. Likewise, if the TBPF is excessively long 


then pages could be released from the faulting task. When 
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meee indicates pages are to be released, all pages 
unreferenced since the last page fault are released thus 
employing an LRU algorithm for page removal and a global 
decision parameter. A more detailed description of the PFF 
algorithm and problems inherent in its implementation can be 


found in Alexander{1] and Lancaster[ 15 ]. 


B. CURRENT ADAPTIVE MANAGEMENT YN MTS 


Processor storage in HTS is managed strictly on a least 
recently used basis as mentioned earlier, however, the 
supervisor employs a sceduling algorithm whose policies are 
partially dictated by paging frequency. This algorithm also 
has an affect on storage availability depending on the 
requiremeí.ts of the currently active tasks. 

The least recently used scheme is the only memory 
management technique used in MTS until the supervisor 
detects a task that requires extra supervision due to its 
execessive demands on system resources. At this time, what 
is called the privileged/non-privileged task mechanism, 
hereafter called the P/NPTM, becomes an active part of the 
supervisor and it restrains larger tasks so that they cannot 
monopolize the system resources. 

All tasks are allowed to compete for system resources 
and hold them until the need for that resource expires. 
Examples of resources that are competetively acquired are 
processor time, processor storage, and 1/0 channels. The 
scheduling mechanism for the processor does not allow a 
Single task to monopolize the CPU, however, it is possible 
for a job to acquire more processor storage than should be 
allowed to permit optimal multiprogramming. To prevent this 
from occuring, the only characteristic of jobs that the 
P/NPTM monitors is the amount of processor storage allocated 
to individual tasks. The P/NPTM simply classifies a task in 
One Of two categories: a neutral task, i.e., a task 


requiring less than N processor storage pages, and big 
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tasks, i.e., a task reguiring more than N pages, where N is 
determined by the supervisor based on the total number of 
processor storage pages available. The upper bound, N, is 
currently determined to be 16 when four storage nodules are 
available. The total number of pages allocated to big jobs 
also has an upper bound, M, established by the supervisor. 
MESS currently set tom60. 

With the above restrictions, the P/NPTM operates in the 
following basic manner. If, when a neutral task page faults 
and it's total processor storage page count is less than N 
it will remain a neutral task. When any task  page-faults 
and has N processor storage pages then a decision to make it 
privileged or non-privileged is made. This decision is 
based on other tasks currently in the system. If there are 
other privileged tasks (or big tasks), and their total 
number of processor pages exceeds M, then the faulting task 
is made non-pri vileged. À non-privileged task is 
essentially suspended from all processing until some other 
privileged task  terminates. When a privileged task 
terminates, the processor storage pages it holds are 
released, thus lowering the total number of pages allocated 
to big tasks to less than M. A non-privileged task can then 
be activated and given privileged status. 

When a task attains privileged status, two things are 
done. The task is allowed to use as many processor storage 
pages as it requires, and it is given a time slice eight 
times as long as the normal time slice given neutral tasks. 
A privileged task remains privileged until it enters a wait 
State other than page wait or until it uses up it's extended 
time Slice. When either of these events occur, the 
privileged task is returned to neutral status[ 1]. 

The P/NPTM can be classified as a very selective 
adaptive memory management technique since it manages only 
those jobs that have high core requirements. It is used to 
prevent tasks that require much processor storage from 


monopolizing it. It will also prevent many large tasks from 
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being active concurrently. If this vere not prevented, 
contention for the limited number of pages in storage would 
cause a great deal of thrashing[ 22 ]. 

The suspension of a task in the non-privileged state 
prevents big tasks from acquiring all of processor storage. 
Suspension will eventually cause more page faults as well. 
While a task is in the non-privileged state, waiting to gain 
access to a processor, it's processor storage pages are 
likely to become the least recently used pages and could 
possibly be paged out. When Status changes from 
non-privileged, the task is allowed access to a processor 
and can begin execution. Significant paging overhead could 
be incurred because the working set for this task is now 
resident on auxiliary storage. The P/NPTM is beneficial in 
that it is effective in preventing thrashing, but it will 
not prevent one large job from monopolizing the system. 
Once a job becomes privileged, it can monopolize processor 
storage. The system prevents this by placing all big jobs 
in a hold queue to be scheduled externally by the operator 
when resources are available. The inability to adequately 
Schedule and manage all tasks demonstrates the need for an 
improved management technique. 

These management schemes perform satisfactorily but it 
is suggested by  Lancaster[ 15] that the performance of the 
system could be improved. The suggested modification is 
SBuclined in Reference 11 and entails implementation of the 
BEF Algorithm. The following Section describes 
considerations important in implementation of the  PFF 
Algorithm in UMMPS. 


C. IMPLEMENTATION OF ADAPTIVE MEMORY HANAGEMENT 


The simulated performance of the PFF Algorithm has been 
Shown to be better than the best LRU Replacement Algorithm, 
and is comparable to the Working Set  Algorithm[5]. There 


are two basic requirements to be considered when 
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implementing the PFF Algorithm. The performance measurement 
manerer, ae e page ault frequency, depends directly 
upon measurement of the time between page faults for every 
task. The time must be process (or virtual) time rather 
than real time to compute the faulting frequency for 
individual tasks. The 360/67 is equipped with a high 
resolution timer that updates the timer location every 13 
microsecondsf 13]. The updated timer location is used to 
keep track of real time and process time for each task. 
This satisfies the need for an interval timer for the fault 
frequency calculation. AS Chu{5] mentioned in his general 
discussion of PFF Algorithm implementation, the time of the 
mast page fault must be stored. The reason for this is that 
if the last page fault occured more than the optimal number 
of microseconds ago, then some of the task's pages are 
removed.‘ Storage of the time of last page fault would be 
quite simple in  UMMPS. Each task that the supervisor 
processed has information about it that must be stored and 
available to the supervisor. The area assigned each task 
for this purpose is called a Job Table. Information stored 
in the Job Table includes the task name, the task's time 
Slice value, register save areas, accounting information, a 
pointer to the task's PCBs and the number of virtual memory 
pages the task has. The time between page faults could also 
be stored in this area. 
ieee Chel Legurtrenemtm tO consider in PFF Algorithm 
implementation is the data structure used to represent 
processor storage. Recall that the PFF Algorithm's policy 
for deallocation of pages is local to the faulting task. 
The pages removed from processor storage are those 
unreferenced since the last page fault. These criterion 
require that a task's pages can be accessed and crdered 
rapidly and efficiently. 
The data structure used by UMMPS to manage removable 
pages is called the Page Out Queue, aS was mentioned 


earlier. It is simply a linked list of PCB's in least 
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recently used order. This data structure will not satisfy 
the PFF requirements since the supervisor would have to 
search the POQ for PCB's representing the least recently 
used pages for a faulting task. The time spent in searchinq 
would depend on two factors, each of which affects the PCB 
location on the  POQ. The first is how often a task is 
active and the second is the locality of reference within a 
task's pages. A more suitable data structure would make 
access time to a task's least recently used pages 
independent from these factors. 

The data structure suggested for implementation of the 
PFF Algorithm in UMMPS has the required characteristics. It 
retains the use of PCB's and requires allocation of one 
additional block of storage for each task. The additional 
Mr ornati block, call it a Task Block, is used as a list 
head for an individual POQ for each task. There are four 
essential information fields in each TB, and they are as 


follows: 


l. Task Number: The task number must be included as 
an identification of the PCB's the TB represents. 
When searching the modified POQ, the supervisor 
would base it's search on the task number field to 
find the list of PCB's associated with the task it 


is currently processing. 


D. up bsecgeNteOUueucWN PPOOL. The address of the 
least recently used page's PCB. This field is 
essentially a pointer to the LRU ordered list of 


PCB's for the task represented in field one. 


E Task Page Out Queue End (TPOQE): The address of 
the last PCB on the above list of PCB's. In 
ordering the list least recently used, the 
Supervisor must be able to add PCB's to the back 


of the queue as well as the front. 
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4. Next Task Block: The address of the Task Block 
for the next task. This tells the supervisor 
where the Task Block for the next task is if this 
Task Block does not match the one it is looking 


Tor. 


The supervisor now keeps two global variables called 
POQ and POQE which point to the first and last PCBS on the 
POQ respectively. With a slight modification to the page 
creation routine in UHMPS, the variable POQ could point to a 
Task Block. Within that Task Block would be a pointer to 
emet Task Block onethe POQ. The last Task Block en the 
queue would have a null value in the Next Task Block field 
to signify the end of the queue. The Supervisor variable 
POQE would then be set to point to this last Task Block. 
Figure 1 gives a diagram of the proposed data structure. 

Each Task Block is the head of an individual  task's 
POQ. Each of these POQ's would be ordered in the same manner 
used now, i.e., least recently used. This would be done by 
preserving the use of the reference and change bits. When a 
faulting task's pages are to be released, the supervisor 
mien has to scan the list of Task Blocks to find the 
faulting task's PCB's. When the Task Block is found, the 
TPOQ field of the Task Block directs the supervisor where to 
find the task's least recently used PCB. 

The Suggested data structure conforms to the 
requirements of the PFF Algorithm's deallocation policy. 
There will, however, be some additional overhead incurred 
using the new data structure. The supervisor must search 
the Task Block list to find the eel Ans task oer hb siena 
this takes time. The time required in the search depends on 
the number of tasks and on the order in which the Task 
Blocks are kept on the global POQ. It can be seen that if 
the faulting task's Task Block were at the head of the Task 


Block list, then the expected search time for that task's 
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Figure 1. 
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PCB's and pages would be minimized. It has also been 
observed that when a task page faults, it will often page 
fault again very soon{ij]. Considering these factors, it 
would be advantageous to dynamically order the global POQ in 
a "most recently page faulted" order. At the occurence of a 
page fault for any task, the supervisor should find the 
faulting  task's Task Block and put it at the head of the 
Task Block list, thus first on the POQ. If the same task 
faulted several more times during the same time slice and 
required that pages be removed from processor storage, the 
search time for its PCBs would be very short. Using this 
ordering technique, the expected search time for the 
supervisor to find a faulting task's pages is minimized. 
The overhead due to the dynamic ordering of the PIQ may be 
offset bf the gain in implementation of the PFF Algorithm. 
This would have to be determined experimentally. 


An additional benefit could be realized from use of 


this data structure when a task terminates. When a task 
terminates, all it's pages in processor storage and 
auxiliary paging storage are returned to the system. The 


system currently releases pages on auxiliary storage by 
placing the PCB's of pages on auxiliary storage on the RPO 
and allowing : the PDP to free the pages. The processor 
storage pages are released by looking in the task's Job 
Table and finding the location of it's segment table. In 
coment table the Supervisor finds the location of the 
page table. The supervisor frees all pages pointed to by 
the page table and then removes the freed page's PCB's from 
the POQ. 

An alternate method made possible by the suggested data 
structure would allow the supervisor to free a task's pages 
by finding that task's Task Block on the POQ. The pages and 
PCB's could be released by stepping down the TPOQ, releasing 
pages and PCB's. The global POQ could then be relinked to 
eliminate that Task Block. 
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D. LOAD TIME MENORY MANAGEMENT 


The memory requirements for a typical program are 
usually constant over a short period of execution time. 
This fact is the basis of the Working Set Replacement 
Algorithm, as was mentioned earlier. There is a time, 
however, during the existence of a program in a system, when 
the processor storage requirements are higher than average. 
During the loading phase of a program, the memory 
reguirements may greatly exceed the proqram's working set. 


This is showm in figure 2. 


Number of pages 
AOS SO storage 





Tine 


Program Paging Requirements 


Figure 2. 


The program loader is a system program that is always 
resident in supervisor storage. It is invoked each time a 
user issues an explicit "RUN" or "LOAD" command. The loader 
is also invoked for every implicit load generated by 
external references, The loader program's function is to 
take a program in object deck form, concatenate it with any 
other object programs that are required, load these object 
decks into processor storage and transfer execution control 
to the supervisor. Processor storage pages for a task are 
initially acquired during the loading of the object progran. 
The loader gets pages for the program until the entire 


program is loaded. 
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The loading process could create a sizeable lcad on a 
system if the system resources, processor storage in 
particular, were heavily used at the time the load procedure 
is started. An extremely heavy paging load would result if 
a large load procedure were initiated when free processor 
storage pages are at a minimum. This essentially says that 
the supervisor should be able to selectively initiate tasks 
based upon knowledge of the current demands on the system 
resources. 

As was mentioned in the brief description of HASP, the 
system makes use of an adaptive scheduler to initiate batch 
tasks. The scheduler assigus an execution priority to each 
task based upon one parameter supplied by the user, the 
projected CPU time needed to complete the task. Batch tasks 
are initiated according to their assigned priority and the 
current load on the system. The measure of the dynamically 
Changing system load is called a load factor. The load 
factor is a linear combination of individual system resource 
factors. The system resource factors are maintained for the 
supervisor by the JOBS task, and are a measure of resource 
usage during the last sampling period. Some examples of 


usage information collected by JOBS are: 


llis CPU Activity: This is broken down into two 
Sub-categories; the CPU utilization and the CPU 
“queue length. The utilization is defined as the 
percent of the available processor time expended 
during the current sample period. The CPU queue 
length is the average number of tasks that were 
running or ready for a processor during the 


current sample period. 


D. Paging Activity: This includes drum page-ins per 
second and disk page-ins per second. 


E Disk 1/0 Activity: This gives a measure of the 
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number of disk channel programs that are being 


executed per second. 


4. Channel Activity: This gives a measure of the 
load put on the system by starting channel 
programs on all I/O devices. This includes 


channel programs started on the disks and drums. 


With the above information the supervisor is able to 
tell which system resources are being used most heavily at 
any given time. The adaptive scheduler uses this 
information to determine whether it is appropriate to 
initiate another batch job. If the projected CPU time of a 
job is high and the current CPU utilization is low, the 
Paeowrergaiiieinitiate this job to attempt to increase the 
utilization Of themee Ui 9). 

There exists one potential problem in this scheduling 
technique. There could arise a situation where the CPU 
activity is low but the paging activity is high and 
processor storage is unavailable. Initiation of a task that 
requires many pages at load time will increase the paging 
activity since pages must be acquired for the new task. The 
extra paging overhead may drastically raise the load factor 
and degrade the service to all other users. If, however, 
the supervisor were able to distinguish between pending 
tasks by the amount of processor storage reguired and CPU 
time required then a task that required fewer pages could 
have been initiated. This would have prevented the drastic 
rise in the load factor due to unnecessary paging and make 


better use of the system resources. 


E. POSSIBLE IMPLEMENTATION OF ADAPTIVE LOADING 


The supervisor has enough information about the current 
load on the system to make a reasonable decision as to which 


BU or "LOAD" commands, if any, should be initiated. 
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There exists a count of available processor storage pages 
that the Supervisor increments and decrements as the paging 
and loading process proceeds. The free page count in 
conjunction with the measurements included in the load 
factor are sufficient to make a decision as to whether the 
System can afford to give up more free pages and increase 
the paging rate. 

There is one piece of information that the supervisor 
is currently not able to get until after the loading 
procedure is finished. The supervisor does not have any 
measure of processor storage requirements for a program. 
During the loading process the loader keeps track of how 
long the load program is, and when the loading is finished 
the total size of the load program is known. This is too 
late for the supervisor to find out the size of a load 
program. A possible means of resolving this problem would 
be for each loadable object program to have a size signature 
as well as the name identification currently used. The size 
Signature would be supplied to the object decks by the 
assemblers, compilers and other programs that create object 
decks from source code. The size of an object program can 
be computed by these programs Since they are emitting the 
object code. 

With object program length and system load information, 
the system could make a more optimal decision as to which 
Bon tO Initiate. The interpretation of "RUN" and "LOAD" 
commands could be modified to accommodate the use of the 
Size signature. When one of these commands is given, the 
location of the object program is also specified. AS a 
preliminary step in the potential load operation, the 
Supervisor could interrogate the signature field of the 
object program. This would give the supervisor an estimate 
on the number of pages required to load the program. This 
estimate would be a lower bound on the pages required and 
would give the system a decision variable based on core 


requirements. Using the core requirement estimate in 
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conjunction with the assigned CPU time priority, the 
Supervisor can make a more appropriate selection of tasks to 
initiate. If the core requirement estimate exceeds the 
number of available page frames, the next task in the same 
priority queue could be considered for initiation. The main 
advantage of this loading and initiation scheme is that it 
allows processor scheduling to be subordinate to memory 
availability. The supervisor can initiate jobs to make 
optimal use of the CPU and minimize the paging overhead as 
well. The load factor and utilization factors are the tools 
used by the system to determine which type of job to 
initiate and the object deck size and projected CPU time are 
used to actually select jobs to initiate. 

In design of paging systems it is evident that the 
scheduling function was viewed as the dominant system 
control ‘function. The allocation procedure was designed as 
a subordinate function to provide space for jobs as the 
scheduler  dictated[ 18]. This is evident to some degree in 
UMMPS. The current UMMPS scheduler observes the system 
load, memory availability being a factor, but makes no 
optimal decision as to which task will cause the greatest 
rise in load factor due to assigning too many pages of 
processor storage. Over allocation would be allocating more 
pages to a new task than are available, thus raising the 
paging rate. The advantage of the suggested adaptive 
loading technique is that it allows the system to maintain a 
more constant load on all resources. This is made possible 
by subordinating the scheduling function to that of 
allocation which Kuehner and Randell[ 18] say is the key to 
improving performance via scheduling. 

Efficient processor storage management is a key factor 


in obtaining optimal performance in a multiprogramming 


environment. This includes not only management during 
program execution, but optimal allocation policies at 
program loading time. Since the processor storage 


requirements are different and usually higher at load tine, 
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the performance of a system can be adversly affected if 
resource requirements are not considered in job initiation. 
This situation exists in the UMNPS environment and a 


possible solution has been suggested. 
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VIT CONCLUSIONS 


eae emp eee l AA A A one e s 


The simulated performance of the Page Fault Frequency 
Rigerithmi4’, 15] indicates that it has high potential as a 
virtual memory management technique. The PFF Algorithm is 
local to each task in making optimal decisions. The only 
way to implement this algorithm in UMMPS is to modify the 
processor storage data structure so that the local policies 
can be enforced. The given modification to the Page Out 
Queue will allow the PFF Algorithm to access each task's 
pages with a minimum of overhead. 

PFF, being a local algorithm, cannot optimaily manage 
storage résources on a global basis. For this treason, the 
processor scheduling algorithm must consider available 
processor storage and projected storage requirements for a 
job before scheduling. The current scheduling technigue in 
UMMPS does look at the load on the system before scheduling 
a job, but it does not take into consideration the potential 
processor storage requirements of a job. The scheduler also 
witholds large jobs from the system ani requires that they 
be scheduled externally. This scheduling technique could be 
improved if scheduling were made subordinate to memory 
allocation. 

The scheduler can schedule jobs to minimize paging and 
maximize memory use if information about the system and jobs 
to be scheduled is available. The number of available pages 
is known and this should be an upper limit on the size of a 
job to initiate. The information neeijed is the projected 
processor storage requirements for jobs to be initiated. 
The best way to obtain this information is to modify 
programs that create object decks, such as compilers and 
assemblers, to identify each object deck with a processor 
storage requirement signature. With this information, the 


scheduler can schedule jobs so that the least amount of 
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paging is caused, thus approaching optimal management of 
processor storage on a global basis. This scheduling 
technique would allow large jobs to be initiated when 
resources are available. 

Supported by a processor scheduling algorithm that can 
adaptively schedule according to available resources and job 
requirements, the PFF Algorithm can be inplemented in UMMPS. 
The modifications required to the current system are minor 
and the potential benefits that may be realized appear to 


make implementation worth while. 
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The Page Control Block is a dedicated bicck of 
PEeoececsOrmectOlagesereated by the supervisor for every page. 
The PCB requires 16 words of IBN 360/67 processor storage 


and it's format is as follows: 


{ cm 
i status | System Queue Chain Pointer 
Pits 

| fee ee we ee ee re eee ae oe <= aw -va 
| Job Table | Supervisor] Lock | PDP | 

Number Scratch | Count | Flags 
MESE Kerl Br External Address 

+ Switches tags Drum or Disk 


The word size of the 360/67 1s 32 bits, divided into 
four, eight kit bytes. The size of the fields in the PCB 
can be computed using the following examples. The Real Core 
Address field is two bytes and the Status Bits field is one 
byte in length. The meaning and use of each of these fields 


is given in the table below. 


Real Core Address: If the page represented by a PCE is 
located in processor storage, then the address of 
that page is stored in this field. The PDP uses 
this field to test the page address for validity. 
if the real core address is not valid of 
non~existent, this field will contain the value 
Zeros The PDP also uses this address when 
releasing a real core page. The adaress only 
requires 12 of the 16 available bits and is the 
high order 12 bits of the page's real ccre 
address. For example, if the real core address 


field contained the value 4 hex, the actual 
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processor storage address of that page is 004000 
hex since the 360/67 uses 24 bit addressing. The 
last 3 bytes, or 12 bits, can represent any 
address within a page and are not specified within 
the Feal Core Address field. 


Virtual Memory Address: When a page is created, it is 
assigned a virtual memory address. This includes 
a page number and segment number. Pewee DE Only 
uses the page number for error diagnostics. The 
supervisor makes use of this field to manage 


virtual memory. 


Status Bits: The Status Bits field contains four bits 
which specify the storage key for the second half 
of tk» page. Three of the four remaining bits are 
used for status bits. The status bits are as 
follews: 


-hib app (WER wine ai «ae y 


Byte Format: | 
I cx 


Storage Key: This field contains a four kit ccde 
that is compared tith the protection key in 
the Program Status Word for each reference tc 
Storage within the 2048 bytes of the seccnd 
nad reor this page. Access to storage is 
permitted oniy when the storage key and 
pretection key match, or when the protection 


key is zero. 
Musicas) Bit is Unused. 


Queue Flag: This flag is on if this page is on 
some system queue., The system queues are the 
DoD 200, and PICO. 


Page Available Fiag: This flag is on if this page 
is available for use. It would be off if 


this page is not in processor storage. 
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Release In UNLOCK Flag: On if this page is lockeö 
in core and is to be unlocked in supervisor 


subroutine "UNLOCK' as soon as possibie. 


System Queue Chain Pointer: The supervisor and the EDF 
use tour queues to keep track ci ages as 
explained earlier. The addresses of the PCB's are 
used to construct the queues. This 24 bit field 
is used as a pointer to the next PCB on the sane 
queue as this page. The queue ends are glotal 
variables defined in the supervisor and contain 
the addresses of the first and last ECB on each 


queue. 


Job Table Number: The information in these eight bits 
tells the supervisor which job table, i.e., which 
job is using this page. The PDP only uses the jok 


table number for error documentation. 


Supervisor Scratch: A temporary work area for the 


supervisor, unused by the PDP. 


Lock Count: Current number of requests for this page 
to be locked in core. If this count is zero then 
this page is on the POQ and can be paged out. 


This infornation is used by the supervisor. 


FDP Flags: This field contains a one bit flag, set by 
HI ED Ute setNWwhen an I/O error occurs in 


reading a page from auxiliary storage. 


Storage Key and Switches: This field contains’ the 
storage key for the first half of the page. The 
function of the storage key uas explained in the 
Status Bits section. There are also three3 flags 
used by ihe PDP in this field. The field is 


defined as follows: 
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Byte Formats I KKKKNUC S4 


BR cU Storage key for first half of this 
page. 


Not Used: Bit is unused. 


Use Eit: Also called a reference bit, this bit is 
set each time the page is referenced. It is 
used by the supervisor in ordering the PO¢ in 
a least recently used manner. This bit is 
reset each time the POQ is scanned for pages 


to write to auxiliary storage. 


Change Bit: This flag is only set when sone 
location within this page is modified. When 

*« this page is being considered for writing tc 
auxiliary storage, this bit is checked. If 

not set, then the processor storage space 

used by this page can be released withcut 
writing the page to drum. This is true Since 

the drun page will be the same as the core 
copy. If ihe bit has been set, the page must 

be writtea; during the writing process the 


Change bit is reset. 


Shared Bit: If this page is shared by more than 
one task; this bit is on. This flag is cnly 


tested by the PDP in an I/O error situation. 


Supervisor Flags: The flags in this field tell the 
Supervisor if this page is currently being written 
to cr read from auxiliary storage. There are also 
two flags used by the Virtual Machine Prograr 
which are the virtual use and change bits. 


oe ate pP XA Tr ow os 


r 1 
Eyre Format: M CECRNNI 
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DuC cUUNMEUDnENSPHOgLICSS:. This page 15 currently 


being written to the drum if this bit is on. 
Not Used: Bits not used. 
Use Ent "Virtual Machine use bit. 


Change Eit: Virtual Machine change bit. 


Read-In in Progress: This page is currently being 


Ecqdelousrthesdarum' if this bit is cn. 


External Address: This half-word contains the external 
address of this page on auxiliary storage. The 
address can have two forms, a drum address or a 
disk address. If the page is on drum, the first 3 
bits specify which module Or drum the page is cn. 
The next 5 bits represent the slot number assigned 
by the PDP. The last eight pits represent the 
track number on the drum. If the page is on disk 
then the first three bits represent the disk rack 
module number, and the last 13 bits represeut the 
relative page number of this page cn the disk 


Bach. 
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The general logic of the Paging Drum Processor is 
given. The actual PDP processes are much more complex than 
presented here, however, a basic understanding of the 
function and requirements of the PDP can be attained. 

When the PDP is started at system initial program load 
time, it performs initialization of flags, builds queue 
pointers, locates the actual paging devices, and initializes 
the paging devices. The initialization process is not 
included in this write-up, but, the initial values of 
several PDP internal flags must be known before reading the 


logic write-up. They are as follovs: 


b. MIGRATION-IN-PROGRESS: —Enitially set to false. 
This flag 1s true when a page 1S in the process of 
being read from drum to core anā written from core 


to disk in the migration process. 


22 NEED-MIGRATION: Initially set to false. This 
flag is true when the number of available drum 
pages is less than 100 times the number of drums. 
The PDP will begin a page migration when this flag 


^is true. 


3; NEED-WRITE: Initially set to false. This flag is 
set to true uhen there are less than a preset 
number of available page frames in core. When 
true the PDP will write pages to the drum from the 


POQ until there are enough available page frames. 


4. OPENSLOT: Initially set to false. This flag is 
set to true when the PDP has an open slot in a 
Channel Command Word Buffer that could be used for 


a page migration read or write. 
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EOCGLe OFreikht PDP 


STARTPDP 
CHa KRPO: TE RPO is empty then go to CHECKPIQ. 
Get PCB at head of RPO. 
Does PCB have valid External Address? 
No: Go to NOEXADDR. 
uo Tf this PCB is Migrating, abort migration. 
Remove this PCB from migration queue. 
Free the external disk or drum address. 
NOEXADDR: Free the supervisor core held by this PCB. 
Go to CHECRPỌ. 
CUE KPO S PIO 2S empty then go to ENDCHECK. 
Get PCB at head of PIQ. | 
Does PCB have valid External Address? 
Yos coto PUT=0ON-LOGAL-PIOQ:. 
No: Put PCB on PICQ Since page iS in core. 
Gomuor CHEGKPIO. 
PUL Otic Pi Os If this PCB is migratina, 
abort migration. 
Remove this PCB from the migration queue. 
Is PCB's page on drum? 
No: Put PCB on local disk PIO. Go to CHECKPIO. 
Yes: Set i equal to PCB's slot number from 
external address. 
MEE ton local PITO(1): Go to CHECKPIO. 
ENDGHECK: TEEN TGRATEION-TN-PBROGRESS true? 
Yes: COCO CHECK- -FOR=WRITES. 
No: If there is a drum page address vacated by a 
Migrated page then free this external address. 
Is page migration needed, i.e., is there less than 
(100*(number of drums)) free pages? 
NO et NEED=MIGRATION to true. 
CORtCO ChhCK-FOR=NET TES. 


No: Release the core page used for migration, 
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if one exists. 

CHECK-FOR-WRITES: Is core too full, i.e., do pages need 
to be written out to free page frames? 
Yess wset NEED-WRITE to true. 

STARTLOOP: If there are less than two PCBs on the 
local PIO or (NEED-MIGRATION and NEED-WRITE) are 
false then go to RLABEL. 

If there is no available Channel Command Word Buffer 
then go to RLABEL. 

Get a CCW Buffer. If the buffer is not initialized, 
then initialize the buffer. 

Set i equal to 1. 

SCHEN I HZEeCWH-SLOTS to Zero. 

Set OPENSLOT to false. 

Gevi: oca PrO for slot(i) is empty then go to CCW2. 
Get PCB at head of local PIQ for slot(i). 

Get a real core page frame if possible. If not go to 
CCW2. 

Put Real Core Address of page in PCB. 

Build read CCW if word i of CCW Buffer for PCB on 
slot(i). Include address of real core page just 
acquired. 

SCs sda sone to 1, Tf 1s97go to"CCH1 else go to 
BUEEDD-MTG-CCW. 

CCW2: Set OPENSLOT to true since slot(i) is available 
for page nigration use. If drum pages available on 
Slot(i) is not zero then increment EMPTY-CCH- SLOTS 
Dy one. “Go cto CCW. 

BULL D-MIG- CCW; ESSNEEDMEG true? 

NOR GO To HAKE-WRITE-CCW. 
Wess is OPENSLOT true? 
ELENCO RRTFIO since no Slots to write to. 
Yes: Find an open slot. Set i equal to open slot 
number. 
MIG GEC PCES Get PCB at head of migration queue 


for slot(i). It represents the oldest page on 
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slot(i). If Real Core Address for age is valid 
release the drum address and go to MIG-GET-FCE. 
Is there a real core page to read migration 
page into? 

No: Get a real core page írame if possirlec. 

If no core available go to HAKE-ERITE-CCW. 
HAVECORE: Remove PCB from migration queue for slot (i) 

and decrement EMPTY~CCW-SLOTS by cne. 
Construct Gey fcr drum read in CCW Buffer word i. 
Set NEEDMIG to false. 

MAKE—-NRITE-CCuU: If EMPTY-CCH-SLOTS is zero go to STARTIO 
Set NEED-WRITE to false. 

Are there any fages to write that previoulsy failed 
to ke written? 
Yes: Set PDP Page Out Queue equal to write-retry 
gueue. Get PCB at head of PDP POQ. Go tc 
POQ- WRITE. 

GET-EOC: Nos If pages need not be written to free core 
page frames go to STARTIO else set PDP Page Out 
Queue to same number of PCBs on supervisor POQ 
as there are ENPTY-CCR- SLOTS. Get PCE at head 
of EDE FOQ. 

POOSWR TIE; IS external address of page valid? 

NO= eco Lo HUST -WRELE. 

HEC ner change Dit rs set, go to BUST-WRITEI. 
If External Address is on disk, go to MUST-ARITE. 
Free the Keal Core Address for the page. 
1£ page was reciaimed, go to PAGE-RECLAIMED. 
If page does not exist in core go tc PAGE-RELEASED. 
Go to TRY-AGAIN. 

FAGE-RECLAIMED: Page in core was reclaimed by user. 

Is this page migrating? Yes: Abort migration. 
Remove the PCB from the migration queue. 
Free the external drum or disk address. 
Go to TRY-AGAIN. 
PAGE-RELEASED: Page does not exist, task terminated. 
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Is this page migrating? Yes: Abort migration. 
Remove this PCB from migration queue. 
Free the supervisor core for this PCB. 
Free the drum or disk External Address. 
Go to TRY-AGAIN. 

MUST-WRITE: Set i to an empty slot number. 
If page for the PCB is migrating, abort migration. 
Remove PCB from the migration queue. 
If the PCB has old External Address, delete it in the 
PCB and free the drum or disk address. 
Get an external address on slot(i) if possible. If 
unsuccessful go to MUST-WRITE. 
If page is to be written to disk go to MAKE-DISKW-CCH. 
Construct write CCW in wor i Of CCW Buffer for this 
PCB. | 

TRY-AGAIN: Get next PCB on PDP Page Out Queue, 
if queue not empty, and go to POQ-WURITE. 
If PDP POQ is empty and there are stili available 
slots for writes, go to GET-POQ, else go to STARTIO. 

BARESDIESEW-CCH: Construct write CCW in disk CCW Buffer 
Forcat hS PCB., GO to STARTIO. 

STARTIO: there is no COW Buffer to use go to RLABEL. 
Stdaewl7© mith filled CCH Buffer. On I/O completion 
TOR OPOS TI E | /O-COMPLETE. 

POST-1/0-COMPLETE: For all PCBs whose page was written, 
free the real core page unless the following 
occur. 
If the core page was reclaimed then free the 
external drum or disk address. 
If the page was released by the task, then free the 
external drum or disk address and free the core PCB. 
For all pages that were read, put the associated PCBs 
on the local PDP PICQ. 
Put all I/O completed PCBs on the tail of the 
migration queue for the appropriate slot. 
Free the CCW Buffer. 
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If the PDP was waiting for a CCW Buffer, 
go to STARTPDP, else go to RLABEL. 

As LLE there is pork for thelPDP to do, go to 
STARTPDP. This branch would be taken if there is I/O 
to be started, 1.e., an unexecuted CCW Buffer. 

If not, chain all PCBs on the PDP PICQ together 
via the System Queue Chain Pointer. 

CHECKPICQ: If the supervisor PICQ is not empty, then 
request that PDP be put on bottom of CPU queue, When 
Ecactivated go to EHECKPECO. 

If the supervisor PICQ is empty, chain the PDP PICQ 

to the supervisor PICQ, emptying the PDP PICQ. 

If there has been no work posted for the PDP to do 
then stop, else go to STARTPDP. | 

After “the PDP has stopped, the supervisor will restart 
it when PCBs are put on the RPQ and PIO. 
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